9‘ PRECISION CONCEPTS

An Industry Leading Choice for Dropper Assemblies

Your Brand. Your Choice

We are committed to advancing packaging
innovation for the personal care, pharmaceuti-
cal, and nutraceutical markets. Our focus is on
enhancing product offerings and strengthening
manufacturing capabilities to deliver consistent
value, flexibility, and security of supply to our
clients.

Now, we're thrilled to introduce our Mix-n-Match
Dropper Assembly Program—a customizable,
Assembled-to-Order solution that gives brands
more control over design and performance. This
program expands our extensive range of
dropper assemblies, providing greater choice,
shorter lead times, and the ability to tailor every
detail to your specific requirements.

Choose from a wide selection of:

e Bulbs: TPE, rubber, or silicone in multiple
colors and durometers

e Pipettes: Glass or plastic options in various
lengths and diameters

e Closures: Ribbed, interrupted rib, or smooth,
in standard or custom colors

e Overshells: Decorative or functional
enhancements for elevated shelf appeal

Backed by automated assembly lines and strict
quality controls, our dropper assemblies are
designed for precision, reliability, and aesthetic
versatility—ensuring your packaging performs as
beautifully as it looks.
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5 mm Diameter Pipette Dropper Assembly Combinations
Choose the Pipette length that fits the height of your bottle, then match the Closure Finish to your bottle, and
finally choose the Bulb Finish to match your Closure.

Pipettes Closures Bulbs
Size (mm) Resin Tip Style Finish Type Resin Style Color Skirt Finish Draw Resin
Ll_'l3-425 Continuous-Thread PP Ribbed Black l|_|13 SR 0.2cc TPE Black
[ 13-425 Continuous-Thread PP Ribbed White “13 SR 0.2cc TPE White

5x45 T3 Glass Straight
5x51 T3 Glass Straight

15-415 Continuous-Thread PP Ribbed Black
R 15-415 Continuous-Thread PP Ribbed White |15 SR 0.2cc TPE Black
15-425 Continuous-Thread PP Ribbed Black || 15SR 0.2cc TPE White
15-425 Continuous-Thread PP Ribbed White

7 mm Diameter Pipette Dropper Assembly Combinations
Choose the Pipette length that fits the height of your bottle, then match the Closure Finish to your bottle, and
finally choose the Bulb Finish to match your Closure.

Pipettes Closures Bulbs

Size (mm) Resin Tip Style Finish Type Resin Style Skirt Finish Draw Resin Color

1,f 1,1
7x62 LDPE Straight {18-400 Continuous-Thread PP Ribbed Black (718 SR 0.8cc TPE Black
7x66 T3 Glass Straight
7x69 T3 Glass Straight

20-400 Continuous-Thread PP Ribbed Black
20-400 Continuous-Thread PP Ribbed White

7x72. LDPE Straight || 55 400 Child-Resistant, ~ PP Ribbed Black |[20SR  08cc TPE Black
7x75 T3 Glass Straight i SecureCap® Ll 20 SR 0.8cc TPE White
7X77 T3 Glass Straight || 20-400 Child-Resistant, PP Ribbed White || 20sRr 1.0cc TPE Black
7x83  LDPE  Blunt SecureCap® 20 SR 1.0cc  TPE White

7x89 T3 Glass Straight || 20-410 Continuous-Thread PP Ribbed Black
7x89 LDPE Straight [| 20-410 Continuous-Thread PP Ribbed White

9 mm Diameter Pipette Dropper Assembly Combinations
Choose the Pipette length that fits the height of your bottle, then match the Closure Finish to your bottle, and
finally choose the Bulb Finish to match your Closure.

Pipettes Closures Bulbs
Size (mm) Resin Tip Style Finish Type Resin Style Color Skirt Finish Draw Resin Color
997 LDPE Stub 24-400 Continuous-Thread PP  Ribbed Black |24 SR 2.0cc TPE Black
9%99 LDPE stub v 24-400 Child-Resistant, PP Ribbed White +24 SR 2.0cc TPE White
% Y SecureCap® | 24 SR 20cc TPE Gray

Mix-n-Match Dropper Assemblies are bulk packed. Alternative packaging options, overshells, wrapping, or printing, including CE marking for EU
markets are available upon request, but extended lead times may apply.
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SOLUTIONS THAT MATTER.

Visit pcinternational.com for more information




