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Powder Storage in a Convenient Package 
Sustainable Options
Jars and canisters are available in standard 
weight or in a lightweight design that provides 
the same storage capacity while utilizing less 
plastic. All containers are recyclable and can be 
produced up to 100% post consumer materials 
(PCR).

We manufacture a wide selection of HDPE jars 
and canisters for powdered protein and  
supplements sold into the nutraceutical and 
sports nutrition markets. Design for easy filling 
and scooping.

l	 Continuous thread 
l	 Neck finishes in 89, 110, and 120 mm sizes 
l	 Standard colors are white and natural, with  

custom colors available upon request. 
l	 Smooth, straight, or panel wall designs  

accommodate your labeling requirements
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SOLUTIONS THAT MATTER.
Visit pcinternational.com for more information

Wide Mouth Canisters,  
with Smooth Walls

These canisters have a rounded shoulder.

Item 
Family

Bottle 
Capacity

Neck 
Finish

Overflow 
Capacity

Height
(in)

Diameter
(in)

61-0091 2500 cc 120-400 2761 cc 7.750 5.600

61-1200 3000 cc 110-400 3390 cc 9.500 5.600

61-0090 3000 cc 120-400 3447 cc 9.500 5.600

Wide Mouth Jars and Canisters,  
with Straight Walls

These canisters have no shoulder.

Item 
Family

Bottle 
Capacity

Neck 
Finish

Overflow 
Capacity

Height
(in)

Diameter
(in)

61-1274 16 oz / 473 cc 89-400 561 cc 3.580 3.688

61-1276 20 oz / 591 cc 89-400 703 cc 4.410 3.688

61-1273 25 oz / 739 cc 89-400 924 cc 5.750 3.688

61-0060* 35 oz / 1000 cc 89-400 1049 cc 6.650 3.650

61-0092 70 oz / 1971 cc 120-410 1971 cc 6.945 4.950

61-1294 70 oz / 2000 cc 110-410 2158 cc 7.390 5.072

61-1293 70 oz / 2070 cc 120-400 1952 cc 6.760 3.991

* Canister 61-0060 is manufacture in our Hoschton, GA Plant all other  
Canisters in this brochure are manufactured in our Sheboygan, WI 
plant.

Wide Mouth Canisters,  
with Label Panels

These canisters have a rounded shoulder.

Item 
Family

Bottle 
Capacity

Neck 
Finish

Overflow 
Capacity

Height
(in)

Diameter
(in)

61-0034 2000 cc 120-400 2283 cc 6.664 5.600

61-0035 2500 cc 120-400 2873 cc 8.202 5.600

61-0033 3000 cc 120-400 3451 cc 8.654 6.000

61-0036 3785 cc 120-400 4366 cc 10.720 6.000


